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breaking the limits

OMNI ANTENNA

WiSpot BOX OA MMBO727-4V

End Of Life

We regret to inform you that the product has
reached its End of Life (EOL). A newer and
better version is now out. Check it out here:
QuOmni LTE MIMO 2x2

Electrical specification Features

Frequency 0-0GHz » Gain for the frequency of O - 0 MHz Ox O
Gain 0 » Polarization for the frequency of O - 0
VSWR <0.00 MHz

Beamwidth o/0° » O x Connector

Polarization » Big, ergonomic and voluminous WiSpot
Cross-Polar Isolation enclosure for radio equipment installation
Front-to-Back » Outdoor Waterproof Enclosure WiSpot
Separation between Connectors » Designed and resistant for any weather
Impedance conditions

Max Input Power » RJ45 Waterproof System

Lighting Protection No » 0 Warranty Months

DC Ground No

Mechanic specification

Dimensions 16x24x16 cm
6.3x9.45 x 6.3 inch

Weight Okg

Connector RJ45

Material ABS

Waterproof level P67

Operating temperature from -40°C to 80°C
from -40°F to 176°F

Wind resistance 150km/h

Mounting Kit

Dimensions

Regulation Range

Weight

Mast Dimensions Range
Material


https://www.quwireless.com/product/quomni-lte-mimo2x2

